Material Safety Data Sheet

Identity (As Used on Label and List} Note: Blank spaces are not permltted. If any fterm 1s not
R A-Finish applicable, or no information s available, the space must
gsior-A-iinis be marked to indicate that.

Section |

Manufacturer’s Name Emergency Telephone Number
Howard Products, Inc. Chemtrec (800)- 424-9300
Address (Number, Strect, City, State, and Z1P* Code} Telephong Number [or Informaltion
(805) 227-1000
. Date Prepared
560 Linne Road 8/11/88 8th Rev. 9/22/03
Paso Robles, CA 93446 Slgnature of Preparer (Optional)

Section II - Hazardous Ihgredients/l?dehtity Information

Hazardous Components (Specifle Chemical Identity; Commen Name(s) | OSHAPEL | ACGIH TLY | Other Limits | % {optional)

Hydrocarbon Blend (T.5.)* 5‘100 ppm | 100 ppm

This_ product contains the following chemicals

subject to the reporting requirements of (1) WA;HNING: Toluene i= known to
SARA Title 1!l Section 313 and CFR 372: the state of California to cause

O Lo S TEL g[r‘th defecls or other reproductive |
Xylene 1330-20-7  2.48% arm. _ 1
(1) Toluene Trace <.01% (2) WARNING: Benzene is known to

(2) Benzene  71-43-2 Trace <.01% the state of California to cause |
“Materials listed are confidentlal and considered a trade secret. cancer and birth defects or other

reproductive harm. ]

—

Section III - Physical/Chemical ¢haracteristics

Buoiling Point 2200 E Specific Gravity (H,0 = 1) 866
Vapor Pressure (mm Hg) 51.2 mm Hg @ 20°C Melilng Polnt N/A
Vapor Density (AIR = 1) Bvaporation Rate

=1 (Butyl Acetate = 1) =1
Solublilty In Water Nohe Warer Reactive No

Max_VOC g/l. 350 g/k

Appearance and Odor
Dark colored liquid-characteristic arormatic odor |

Section IV - Fire and Explosioﬁ Hazard Data

Flash Point (Method Used) . Flammmable Limits in Air LEL UEL
39°F TCC % by Volume ND

Extingulshing Media
Dry chemical, CO,, Universal Foam

Special Fire Fighting Procedures Do not use direct siream of water, product will floai. Use of a SCBA s
recommended. Evacute area of unprotected personnel.

Unusual Fire and Explosion Hazards  Flashback along vapor trail may occur. This material is fiammable and may
be ignited by heat, sparks, flame or static electricity. Do not smoka in

presence of product. Under normal conditions, this product will not create
its own heat or cause self ignition.




Material Safety Data Sheet RF

Section V - Reactivity Data
Slability Unstable Conditions to Avoid

MNone Known

Stable v

Incompatibility (Materials to Avoid) o400 (xidizing Agents, Acids, Halogens, Vinyl Chloride.

Hazardous Decompostion or By-products Thaermal decomposition may yield oxides of carbon.

Eazardgus o May Occur Conditions to Avold Mist, if generatad.

Will Not Oceur v

Section VI - Health Hazard%[)ata

Routefs) of Eniry: |lnhalation? | Skin? g I Ingestion? L/
Health Hazards | Acute

Potential aspiration hazard if swallowed; eye irritant.

Chronle Not known.

Carcinagenicity; NTP? [ARC Monographs? | ©SHA Requlaied? | Not Listed v

Signs and Symptoms of Exposure Headache, dizziness, nauses; eye and skin irritation.

Medical Conditions .
Generally Anaravated by Exposure Asthma, Dermatitis

Emergency and First Aid Procedures  Seek medical agsistance for further treatrnent, observation and support if necessary.

Eve Contact Move victim away from exposure to vapors and into fragh alr. Flush eyes with water for 15 minutes. If redness
develops, seek madical attention,
Skin Contact Remove contaminated clothing cleanse affected area thoroughly by washing with soap and watet.

Inhalation Hemove vichim to fresh air and provide oxygen If bréathing with dificulty. Give artificial respiration I not breathing
Ingestion DO NOT INDUCE VOMITING. |f vomiting oceurs spontaneousty, keep head below hips to prevent agpiration.
Give three ¢ups of milk to drink.

Section VII - Precautions for Safe Handling and Use/Leak Procedures

Steps to Be Taken in Case Material 15 Released or Spilled

Materal is flammable.. Eliminate all ignition sources.
Collect liguid in sealed containers or absorbent material.

Waste Di 1 Method
asie Hisposa ° Do not allow materials to enter municipal sewage svstem Place labeled container

in waste facility under RCTA Regulations.

Precautions to Be Taken in Handling and Storing gt6,16 i aoq) dry place. Avoid generating mists while handling.
Avoid prolonged skin contact. Ground equipment.

Other Precautions 1y, not weld, heat, smoke, or drill near container. 0.0.T. Hazard Class: Flammabic Liquid U.N. #1263

HMIS Rating: Health 2 Flammmability 3 Reactivity 0 ‘Personal Protection G

Section VIII - Control Measéures

Resplratory Protection (Specify Tvpe) NIOSH approved air-purifying respirator for organic vapars (type TC 23C)

Ventilation Local Exhaust v Special
Mechanical (General) Other  Work in well ventilated area.
Protective Gloves Plastic/Rubber Eye Protection  g5faty glasses if splashing occurs.

Other Protective Clothing or Equipment None needed.

Work/Hyglenle Practices Wash hands immediately with soap and water.
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